o U NATENEAL QAN | WA O T )
' FOR COATINGS, RESINS AND RELATED MATERIALS

ATE OF PREP. 5 1‘2 78 l (Aop;oved t.>y U.S. Department of Labor "Essentialty Similar” to Form OSHA-20)
Section | DUsS 212 -0 54

ANuracTURERSNAME U, S, Paint Lacquer & Chemical Company 73/._1’/‘ (lA85 v

_ . -~ _ ‘ _ |
TREET ADDRESS .- 2101 Singleton Street CITY.STATE,ANDZIPCODE  St, Louis, Missouri 63103

: T . o . ' o ,

MERGENCY TELEPHONE NO. (314) 621-0525 : .
RODUCT CLASS Aliphatic. Polyurethane MANUFACTURERS CODE IDENTIFICATION 92—y -05

' . ELLow 4[055 : , Catalyzed 1 to 1 by
RADENAME  Alumigrip Yellow Enamel o ) volume with 92-C-39%

Section il — HAZARCOUS INGREDIENTS

thrmict v—

NGREDIENT » : : VPOE)ExgEST Tw : : LEL per?sPOuRRE
. PPM mg/M3 in mm lio

.- 20° ¢

. Ethyl Acetate ' ' 29.3 - 400 1440 2.2 76.0

Toluené - : , 13.8 | 100 375 1.27 38.0

Xylene ’ : | 3.2 - 100 435 1.1 9.5.

2- Ethoxy Ethyl Acetate 53.6 | 100 540 1.7 1.2

16.3 wt% Lead Chromate in base mdterial
40 wt% sollds T

g *Bluret of 1,16 Héxamei_:hylene Diisocyanatez V

o

Section il — PHYSICAL DATA

P

OILINGRANGE 167 to 329°F =+ . VAPOR DENSITY HEAVIER  |__] LIGHTER, THANAIR
4 LOWER, THAN ETHER PERCENT VOLATILE WEIGHT PER
VAPORATION RATE D FASTER SL PERCENT X 59.5  WeiGHT 9.29

Section IV — FIRE AND EXPLOSION HAZARD DATA

Combustible Liquid 1C0°F,-2009,H |\

l.l
OT CATEGORY F1 ammable Liquid 20°F .~100°F. FLASH POINT L e L.
’ - -Non Flammabl:a1 G 92- Y-95 ¢+ 30°F T.C.C.

. o
XTINGUISHING MEDIA Dry chemical or foam 92-C-39 46OF T.C.C.
S : Catalyzed: 40~F T.C.C. .

4
4

INUSUAL FIRE AND EXPLOSION HAZARDS Do not expose to spark or open flame R o

+ . - -
s .

PECIAL FIRE FIGHTING PROCEDURES Personnel who are fighting isocyanate fires should wear
self-contained breathing apparatus.

*NORMAL PRECAUTION TO BE OBSERVED IN THE HANDLING OF LEAD BEARING COATINGQ.

\\
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BOE-C6-0189886




SectionV — HEALTH HAZARD DATA

-nresHotoumitvatie 100 to 400 PPM
-FFECTS OF OVEREXPOSURE Eye & upper respiratory irritant v S T

Yo

. - . . N

:MERGENCY AND FIRST AID PROCEDURES If exposed to excess vapor, remove to fresh air and seek medical
: . - attention. If splashed on skin or in eyes, flush with large
_amounts of water and seek immediate medical attention.

Section VI — REACTIVITY DATA

staBiity [ J'unstaBle [ X] stABLE CONDITIONS TOAVOID Excess heat and/or oxidizing materials
INCOMPATABILITY (Materials to avoid) AVoid contact with water, alcohol '
—{AZARDOUSDECOMPOSITION probucTs amines, and other compounds

which react with isocyanates,

E

IAZARDOUS POLYMERIZATION [ __] MAYOCCUR [ ] WiLL NOT OCCUR
SONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PRCCEDURE
:TEPSTOBETAKENINCASEMATERIALISRELEASEDORSPILLED Affected area should be treated with an absorbing i
oo - - compound and then material placed in a tightly closed
) _ container,
ansTEDISPOSAL METHOD In accordance with local, state, and federal environmental control regulation&)

e

Section Viil — SPECIAL PROTECTICH INFCRIMATION

{ESPIRATORY PROTECTION. bureau of Mines approved mask for removal of particulate matLer and charcoal
base for removal..of solvent vapor.

LT i T e L ST Llnel T mmomilmTIIITTiSsnrca

>
.

JENTILATION Sufficient to keep air supply above threshold limit values. ' L

.

~roTeECTIVE Gtoves Rubber or Plastic
ZYE PROTECTION Goggles
JTHER PROTECTIVE EQUIPMENT Hypersensitive persons should use protective creams.

" .. Section X — SPECIAL PRECAUTIONS

TRECAUTIONS TO BE TAKEN (N HANDLING AND STORING Keep away from heat, sparks and flames.
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JTHER PRECAUTIONS _ . L , . T e
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